1 3 | I 6 | 7 |
REV| ECN NO | LOGATIONS DESCRIPTION DATE | REVISER| APFD
A A
Note:
— 1.Material: —
1.1 Insulator: P.B.T UL 94-V0 rated.
Sl 1.2 Contoct: Brass,t=0.60mm.
Bl 13.80+0.15 1.3 Shell: Brass,t=0.40mm. B
2.Specification:
= 3 2.1 Current roting: T A Mox. =
0 2.2 Dielectric withstanding voltage: 500 V(oc) for 1 minute.
2.5 Contact resistance: 50 mil Max.
¢ 2.4 Insulation resistonce: 1000 MO Min ot DC 500V. o
LT 2.5 Total unmating force: 6.0 Kgf Max.
46.0010.50 2.6 Total unmating force: 3.0 Kgf Min.
2.7 Temperature range: —55'C~+105'C
! -
J.Finishes:
3.1 contacts:Gold flashed 1u”3u”,5u", 100" 15u",30u”,
| 3.2 Shell: Nickel plated D
Shell 1 Brass T=0.40mm Nickel Plated
El 2 | Contoct 3~8| DBross 7=0.60mm Gold Flashed |E
1 | Housing 1 PAT UL 94-V0 Block/Green/Furpie
No. | Name Q' | MWaterisi | Remarks & Thickness Finish
_|Noor conTacT | 3 6 7 e A B
PART NO. | MD-3PL | MD-4pL MD-6PL | MD-7PL WODEL NO: FNSH CHANG ENN CO., LTD.
UNT: o | SIZE: A4 | COLDR: PART NAME:
Fi : F
b0STTION 2y z ) d,&,l : TOLE{!:NCE UNiPDI:IgJFIED DR: i MINI DIN SOLDER TYPE(M)($:Ki=)
ol _ o ol o‘°'°’o 0‘01020 i ig?go CHK; .m/asmm NO: PND34_09 REV: A0
e T APP: ; SCALE: g4 SHEET: 1 o 1 | -+
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